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PAVEMENT SCHEDULE

Fas SECTION

RTE COUNTY

TOTAL
SHEETS

939 » PULASKI 29 T
STA. T0 STA. ‘
FED. ROAD DIST. NO. ILLINOIS FED. AID PROUJECT

» D-9 CONT MAINT FY 04-1 (09881

PAVEMENT DRIVEWAY PAVEMENT COMB CURB AND GUTTER COMB CURB AND GUTTER, | PCC PAVEMENT SUB-BASE GRANULAR | BITUMINOUS CONCRETE BITUMINOUS BASE AGGREGATE BITUMINOUS
STATION TO STATION REMOVAL REMOVAL ' REMOVAL TYPE B-6.24 9.5” (JOINTED)| MATERTALS, TYPE A SURFACE COURSE COURSE SUPERPAVE SHOULDERS, TY B | SHOULDERS.
SQ YD SQ YD FOOT FOOT SQ YD TON TON SQ YD TON TON
64+38 TO 65+27 404 405 270 768 181
65+27 TO 66+18 12 24 53 3
66+18 TO 92+00 536 163
64+38 LT TO 65+27 LT 137 11
64+38 RT TO 66+18 RT 242 19
65+27 LT TO 65+37 LT 1.5
b6+18 RT TO 66+28 RT 1.5
363+40 LT TO 363+44 LT 0.5
365+62.5 LT TO 365+66.5 LT 0.5
TOTALS 404 405 270 379 768 223 560 53 166 4

PAVEMENT MARKING SCHEDULE

- PAINT - THERMOPLASTIC
STATION TO STATION DESCRIPTION CBeEL INE | DASHED [ SorTo T SoLth T Soiip T SoLio
FOOT FOOT FOOT FOOT FOOT FOOT

64+38 TO 71+77 NO PASSING 1478 1478
71477 T0 81412 NO PASSING - RT ONLY| 1870 240 935
§1+12 TO 92+30 PASSING 2236 280
64167 STOP BAR i1
364418 STOP BAR 18
64+42 TO 64+83 AROUND 1SLAND 139 E

TOTALS 5584 520 2413 139 89 29

NOTE:

STATIONING IS FOR CALCULATION PURPOSES ONLY.

PASSING ZONE PAVEMENT MARKINGS.

SEE GENERAL NOTES FOR TREATMENT OF NO

EARTHWORK SCHEDULE

EARTH EXCAVATION EARTHWORK BALANCE
EARTH EXCAVATION ADJUSTED FOR EMBANKMENT = WASTE (+) OR
STATION TO STATION SHRINKAGE = "SHORTAGE ( -)
CU YD CU YD CU YD CU YD
MOUND ROAD LEFT
64+80 TO 65+30 25 20 0. 02 +19.9
MOUNDS ROAD RIGHT
64+80 TO 66+20 59 47 14. 1 +33. 3
US 51 NORTH
363+40 TO 364+20 57 46 0.4 +45. 5
US 51 SOUTH
364+80 TO 365+60 89 71 0.3 +70. 6
TOTALS 230 184 15 +169

» FOR INFORMATION ONLY

A 207 SHRINKAGE FACTOR HAS BEEN APPLIED TO
EARTH EXCAVATION AND BORROW EXCAVATION

ENTRANCE SCHEDULE

*A WIDTH OF 15’

WAS USED IN ALL FE CALCULATIONS.

WIDTH e BITUMINOUS | INCIDENTAL AGGREGATE PIPE CULVERTS, METAL
LT/RT SIDE ROAD NAME, SURFACE BITUMINOUS WIDTH DIST. TO END| END OF SURFACE AGGREGATE MATERIALS | BITUMINOUS | AGGREGATE BASE CLASS D, "END
PE, CE, OR FE TYPE = PAD @ EOQOP OF APRON APRON AREA (PRIME COAT)| (PRIME COAT)| SURFACING WEDGE COURSE TYPE 1 AS” |SECTIONS 15"
FOOT FOOT FOOT SQ YD TON GALLON TON TON TON FOOT EACH
66+00 LT PE AGG YES 45 4 24. 6 15.5 0.02 1.4 1.3 0.3 15 26 2
RT PE AGG YES 31. 7 4 22. 7 12. 1 0.02 1.1 1.0 0.3
RT PE AGG YES 28. 2 4 19. 7 10. 6 0.02 1.0 0.9 0.2
RT PE AGG YES 28.5 4 21. 3 11.1 0. 02 1.0 0.9 0.3
RT PE AGG NO 17. 9 4 15 7.3 0.01 0.7 0.6 0.2
RT PE BIT YES 31.1 4 26. 2 12. 7 0.02 1.1 0.7 0
LT PE AGG YES 31.7 4 22.8 12.1 0. 02 1.1 1.0 0.3
LT PE AGG YES 40 4 30. 5 15. 7 0.02 1.4 1.3 0.4
RT PE AGG YES 20. 6 4 11. 3 7.1 0. 01 0.6 0.6 0.1
RT PE AGG YES 24. 6 4 17. 1 9.3 0.01 0.8 0.38 0.2
RT PE AGG NO 59. 3 4 31.7 20. 2 0.03 1.8 1.7 0.4
LT FE AGG YES 78 4 32. 9 10. 6 0 0 0.0 0.8 :
TOTALS 0.2 12. 0 10. 9 3.6 15.0 26. 0 2.0
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SCHEDULES OF QUANTITIES




